
LARS Heavy duty

Diver handling system 

V
-B

Ordering information
LARS Heavy duty    2.80.2903

To ensure the safe deployment of divers, IHC Hytech 

delivers several types of diver handling systems. Divers 

can be transported to and from subsea work site using the 

LARS. This type of LARS is specially designed for heavy duty 

operations. 

Certification 

This system is designed, manufactured and certified in 
compliance with the DNV Lifting Appliances October 2011 
No.2.22 / DNV-DS-E403 (2012) / DNV-DSS-105 (2012) and it 
fulfills  the IMCA D023 Rev1 & D018 requirements section 
4 and 5 (certain items are considered to be owner supply). 
The IHC Hytech LARS is not only load test witnessed by 

DNV-GL but the total design is fully certified and covered by 
a certificate. Final certification in our workshop is included 
in the pricing

Configuration
The LARS system is mounted on a heavy skid frame, which 

can be mounted/fastened on the deck of the ship/platform 
by twist locks.  The design of the skid frame with A-boom 

allows that the system can be transported on a standard 

truck. This is very good for rapid and cost effective mobilisa-

tion. Two frames will fit on one 40 Ft. truck

Both man rider winches are installed on top of the aft of the 
skid foundation, with underneath the two electric driven 
hydraulic power units. So this means that everything is 

integrated on one frame/in one unit.

This system is complete with: 

• Skid frame. It has a footprint of 4550 mm by 2300 mm
• A-frame in sealocking position has a height of 2684 mm 

(cage) and the A-Frame 2685 mm
• Hydraulic driven man rider winch for divers cage handling

• Hydraulic driven man rider winch for the clump weight

• Electric driven hydraulic power unit with two electro 

engines/with electrical starter boxes

• Steel wires certified for man riding operations
• Big diving cage for two divers and two air bottles and first 

stage, second stage and loose hose



Scope of delivery
The scope of supply for the system consists of:

• Skid mounted base frame, with on top of this the A-

frame, ready to operate

• Hydraulic cage winch man rider type

• Hydraulic clump weight winch, man rider type

• Electrical control boxes 

• Two (2x) hydraulic cylinders for luffing out/in of the A-
frame

• Diver cage for two divers outfitted with two cylinders for 
the onboard gas  

• Hoist wire and clump weight wire length approx. 

80/170m
• Clump weight of 550 kg
• Hydraulic power unit with double hydraulic pumps/ 

double electro engines

• Hydraulic control panel, mounted on the skid frame

• Four (4x) corner blocks
• Four (4x) pad-eyes for single lift operations
• User manual and maintenance manual

Specification of the skid with A-frame
• Dimensions in stored position:  

± 4550 x ± 2300 x ± 2685 mm (L x W x H)
• Weight is ± 3600 kg (without power packs)
• Fixation on deck for example by means of the four corner 

blocks

• Ambient working conditions: -20°C till  + 50°C
• Main and clump winch are both: man-riding double 

system, primary – integrated on gear box, secondary – on 

drum

• Maximum total SWL (clump weight, dive cage + payload) 
1494 kg

• Maximum outreach from heel pin ± 1900 mm to center 
cage

• Wire length : 80 m of 10 mm rotation free cage wire and 
170 m of 10 mm rotation free clump wire

• Speed : 0 – 15 m/min, for the cage wire and 0 – 30 m/min 
for the clump wire

• Use for open sea operations aboard ships or pontoons up 
to Hs=1,5 m conditions

• Diver cage inner dimensions :  

±1166 x  ±1166 x ±2324 (L x W x H)
• Dimensions of the clump weight :  

±1430 x  ±400 x ±240 mm (L x W x H)
• Piping and fittings are galvanized, wrapped with Denzo 

tape (to protect against corrosion)

The electrical driven hydraulic power pack
Each LARS system is complete outfitted with an integrated 
electric driven double hydraulic power pack, with the fol-

lowing specifications:
• Two pumps in parallel with two separated circuits

• Two motors 3 phase 440 VAC - 60 Hz 5,5 Kw – two starter 
boxes

• Hydraulic power 120 bar @ 40 L/min, maximum hydraulic 
power 165 bar @ 20 L/min, for each pump

• Control valves for luffing, cage winch and clump winch
• Hydraulic oil tank with two compartments 75 liters each, 

fitted in one joint housing, delivered complete with hy-

draulic synthetic oil
• The entire system is foreseen with a heavy duty powder 

coating

Electrical cable connection:
• On the electric power distribution boards a cable of 10m 

is connected.

• Power to be provided: 400/440 VAC 50/60Hz 32A 
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IHC Hytech BV

Elftweg 3, 4941 VR, Raamsdonksveer
The Netherlands

 

T +31 162 52 22 02
F +31 162 51 90 69

hytech@ihcmerwede.com
www.ihcmerwede.com

www.ihchytech.com

System in incline position System in incline position

LARS in folded situation/transportation LARS onboard position


